
Wall Mount

COMMERCIAL LIGHTING EXPERT

 E2 Lighting USA 1787 Sabre St. Hayward, CA 94545 E: sales@e2lightingusa.com         Phone: (808) 927-2395  Fax: (415) 704-4467



UL listing

UL listed for wet location

DesignLights Consortium

DLC qualified at 4000K and 5000K. 

LEDS

LM-80 certified high performance and reliable Lumileds  LEDS

Drivers

Tailored constant-current Led power supply,UL class 2

Ambient Temperature

Suitable for use in -25℃ to 40℃

Housing and Finish

Die-cast aluminum for Outstanding corrosion resistance

with durable dark bronze/black/white  coat finish

 Installation

Outlet box or wall mounted directly

Warranty

5 years limited warranty

Applications

Features

Security, entry ways, stairways and perimeter areas, as well as residential exteriors.

Wall Mout

Specification

Dimension
unit: mm/inch

Ordering Guide
WM 17W 27V 40K D P1EXAMPLE:

Luminaire Type Power Consumption Voltage CCT Finish Accessory (Option)

WM    Wall Mount 27V    120-277V 40K     4000K       D        Dark Bronze  

P1

(Blank) No Photocell

        120V Photocell

P2      277V Photocell

50K     5000K    B         Black

17W     17Wa s

25W     25Wa s

   W       White

Ordering Information

Note:   D* Dark Bronze finish color is inventory color, please consult factory for lead me if other color is needed.

ordering Rated Luminaire Wattage
CCT

lnitial Luminaire Rated
CRI

Power
Photocell Certificate

Code voltage(VAC) Shape (W) Lumens(lm) Efficacy(lpw) life(hrs) Factor

WM17W27V40KD* 120-277 Wall Mount 17 4000 1600 94 50000 82 0.9 NO cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

cULus  DLC

WM17W27V40KDP1 120 Wall Mount 17 4000 1600 94 50000 82 0.9 YES

WM17W27V40KDP2 277 Wall Mount 17 4000 1600 94 50000 82 0.9 YES

WM17W27V50KD 120-277 Wall Mount 17 5000 1700 100 50000 82 0.9 NO

WM17W27V50KDP1 120 Wall Mount 17 5000 1700 100 50000 82 0.9 YES

WM17W27V50KDP2 277 Wall Mount 17 5000 1700 100 50000 82 0.9 YES

WM25W27V40KD 120-277 Wall Mount 25 4000 2100 84 50000 82 0.9 NO

WM25W27V40KDP1 120 Wall Mount 25 4000 2100 84 50000 82 0.9 YES

WM25W27V40KDP2 277 Wall Mount 25 4000 2100 84 50000 82 0.9 YES

WM25W27V50KD 120-277 Wall Mount 25 5000 2200 88 50000 82 0.9 NO

WM25W27V50KDP1 120 Wall Mount 25 5000 2200 88 50000 82 0.9 YES

WM25W27V50KDP2 277 Wall Mount 25 5000 2200 88 50000 82 0.9 YES

Specification/Model WM17W27V50KDP1 WM25W27V50KDP1
Input Power 17W 25W
Lumens output 1600lm 2200lm
Efficacy 94lm/w 88lm/w
CRI

Color Temperature

Input Voltage 120VAC 120VAC

Equivalent 25W HID 50W HID

Finish Color

Lens

Photocell 120/277VAC

80
5000K

Dark Bronze
Polycarbonate*

Note:  *Suitable for outdoor use with respect to exposure to Ultraviolet Light, Water Exposure Immersion in accordance with UL 746C

212.94mm(8.38in.) 89.5mm(3.523in.)
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